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Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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AMENDMENT NO. 1 MAY 1994 

TO 

IS 13457 : 1992 PESTICIDE — DELTAMETHRIN 

WP — SPECIFICATION 



(Page 2, Table 1): 

a) SI No. (ii), col 2 

b) SI No. Qii), col 2 



y — Delete the words 'after accelerated storage*. 



(FADl) 



Reprography Uoit. BIS, New Delhi, India 



AMENDMENT NO. 2 JANUARY 1996 

TO 

IS 13457 : 1992 PESTICIDE — DELTAMETHRIN WP ~ 

SPECIFICATION 

( Page U clause 2 ) — Substitute 4070 : 1992 Reagent gnde water ( third 
revision )* for * 1070 : 1977 Water for general latx>ratory use ( second revision )' . 

( Page 1, clauses 3.K1 and 3.1.2 ) — Substitute 'delUmethrin technical' 
for 'deltaniethrin, technicar. 

( Page 1, clause 33 A ) — Substitute the following for the existing: 

*33.l Delumethrin content shall be declared. When tested by the method 
prescribed in Appendix A of IS 1200S : 1987, the observed deitamethrin content, 
percent (m/m) of any of the samples shall not differ from the declared nominal 
value by more than the tolerance limits indicated below ( see also clause 6 ): 



Nominal Value, Percent 


Tolerance Limits 
Percent 


Uplo9 


{!'5° 


Above 9 and below 50 


*5 


SO and above 


v. 


( Page U clause 4 ) — Substimte the following for the existing: 


4 PACKING 





The material shall be packed in HM-HDPE or mild steel conuineis provided 
with LDPE linen of thickness not less than 0.062 mm. It shall also conform to 
the general requirements given in IS 8190 ( Part 2 ) : 1988.* 

( Page 1, clause 5 ) — Add the following at the end: 

'5.1 BIS Cerlifiailion Marking 

The product may be marked with Sundard Mark. 



Amend No. 2 to IS 13457 : 1992 



5.1.1 The use of the Standaid Mark is governed by tke piovitioiis of Bureau of 
Indiatt Standafdi Ad, 1986 and the Rules and Regulatiom made Ibeieunder. 
Tbe details of conditions under which the licence for the use of SUndard Mark 
may be granted to manufactuieia or producers may be obuined from the Bureau 
of Indian SUndaida/ 

[ Page X Tabk I (see also Amendmem ATo. 1 ) ] — Substitute the following 
for tbe existing: 



Si 

Nil. 


ChancUiMc 
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IS 12005 : 


ixof 
1987 


a No. of 
of IS 6940: 
1962 


(1) 


2) 


(3) 


(4) 




(5) 





percent by issss 


isdeclsnd on 
the oottttiner 
(segXXl) 


A 






ii) 


Sieving (mnierinl pnning 
thioiigk 45-aicion IS Sieve), 
peroenf by nMn. Mm \ see 
IS 460(Pkrtl): 19951 


99.D 






ll.l 


Jii) 


Sntpennibiliiy, pctceal 
bym»u,Mm 


75.0 


— 




11.2 


iv) 


Aadiiy(asH2S04)or 
alknlinicy(afNiOHX 
pef«etttbynn«,ir«s 


OJ 


""^ 




IIJ 


V) 


WettabiUtytnieooiidt,i/«c 


120 


— 




11.4 



( Page 2, clause 7 J ) — Substitute '1070 : 1992' for '1070 : 1977*. 



(FADl) 



Itoprognpky Uaii. BB. Nmt IMU, ladk 



Pesticides Sectional Committee, FAD 1 



FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by 
the Pesticides Sectional Committee had been approved by the Food and Agriculture Division 
Council. 

Deltamethrin WP is largely used in the control of insect pests in public health and grain 
storages. 

Deltamethrin WP is generally manufactured to contain 2*5 percent ( m/m ) of deltamethrin. 

In the preparation of this standard, due consideration has been given to the provisions of the 
Insecticides Acty 1968 and the Rules framed thereunder. However, this standard is subject to 
the restrictions imposed under the Act and Rules, wherever applicable. 

For the purpose of deciding whether a particular requirement of this standard is complied with, 
the final value, observed or calculated, expressing the result of a test or analysis, shall be roun- 
ded off in accordance with IS 2 : 1960 *Rules for rounding off numerical values ( revised y. The 
number of significant places retained in the rounded off value should be the same as that of the 
specified value in this standard. 
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Indian Standard 

PESTICIDE — DELTAMETHRIN WP 
SPECIFICATION 



1 SCOPE 

This standard prescribes the requirements and 
the methods of sampling and test for deltame- 
thrin WP. 

2 REFERENCES 

The Indian Standards listed below are necess- 
ary adjuncts to this standard: 



IS No. 

460 

(Part 1) ; 1985 

1070 : 1977 
6940 : 1982 



8190 

( Part 1 ) : 1988 

10627 : 1983 



Title 

Test sieves : Part 1 Wire cloth 
test sieves ( third revision ) 

Water for general laboratory 
use ( second revision ) 

Methods of test for pesticides 
and their formulations ( first 
revision ) 

Requirements for packing of 
pesticides : Part 1 Solid pes- 
ticides ( second revision ) 

Method for sampling of pesti- 
cidal formulations 

12005 : 1987 Deltamethrin, technical 

3 REQUIREMENTS 

3.1 Constituents 

3.1.1 The material shall consist of deltameth- 
rin, technical together with suitable carrier(s), 
stabilizer(s) and other formulant(s). 

3.1.2 Deltamethrin, technical, employed in the 
manufacture of the material, shall conform to 
IS 12005 : 1987. 

3.2 Description 

The materia! shall be fine, free flowing, whitish, 
homogeneous powder, free from visible extran- 
eous matter and hard aggregates. It shall wet 
readily on mixing with water, providing a sus- 
pension suitable for use as spray. 

3.3 The material shall also comply with the 
requirements given in Table 1. 



3.3.1 When determined by the method prescri- 
bed in Annex A of IS 12005 : 1987, the observed 
deltamethrin content, percent ( m/m ) of any 
of the samples shall not differ from the declared 
nominal value by more than tolerance limits 
indicated below: 

Nomina! Value, Percent Tolerance Limits 

Percent 
Up to 9 + 10 } 

- 5} 
Above 9 and below 50 i 5 } of the 

nominal value 

50 and above + 5 } 

- 3} 

4 PACKING 

The material shall be packed in 300 g capacity 
LDPEbags of thickness not less than 0062 mm, 
which then be packed in HMHDPE or mild 
steel containers provided iwith LDPE liners of 
thickness not less than 0062 mm. 

5 MARKING 

The containers shall bear legibly and indelibly 
the following information in addition to the 
information as is necessary under the Insectici- 
des Acty 1968 and Rules framed thereunder: 

a) Name of the material; 

b) Indication of the source of manufacture ; 

c) Date of manufacture and date of expiry; 

d) Batch number; 

e) Net mass of contents; 

f ) Nominal deltamethrin content, percent 
( mfm ); and 

g) The cautionary notice worded as in Insec- 
ticides Act, 1968 and Rules. 

6 SAMPUNG 

When a bulk quantity of the material is offered 
for inspection, representative samples of the 
material shall be drawn as prescribed in IS 
10627 : 1983 and tested within 90 days of its 
manufacturing. The criteria for conformity 
shall be as given in IS 10627 : 1983. However, 



1 



IS 13457 : 1992 



Table 1 Reqniremtnts for Deltamethrin WP 

( Clause 3.3 ) 



SI No. Characteristic 



(1) (2) 

i) Deltamethrin contents percent by mass 

\\) Sieving, after accelerated storage 
( material passing through 45.micron 
IS Sieve ), percent by mass, Min [ see 
IS 460 ( Part 1 ) : 1985 ] ( see Note 
also ) 

iii) Suspenaibility, after accelerated 
storage, percent by mass, Min {see 
Note) 

iv) Acidity ( as H, SO4 ), percent by mass. 
Max 

or 
Alkalinity (as Na OH ), percent by 
mass, Max 

V) Wettability in seconds. Max 



Requirement 




Metliod of Test, Refto 




Annex of IS 
12005 : 1987 


CI No. of IS 
6940 : 1982 


(3) 




(4) 


(5) 


Nominal value as declared 
the container ( see 3.3.1 ) 


on 


B 


— 


990 




.... 


11.1 



75-0 
0-5 

0-5 
120 



11.2 
11.3 

11.3 
11.4 



NOTE — The material need not be subjected to accelerated storage treatment if it has crossed half of its 
shelf.life as ascertained from its dates of manufacture and expiry declared on the container. 



when the material is oflfered for inspection after 
90 days of its manufacturing, sampling shall be 
done according to IS 10627 : 1983 and the 
criteria for conformity of the material when 
tested, shall be the limits of tolerances, as 
applicable over the declared nominal value, 
given under 3.3.1 of this standard. 

7 TESTS 

7.1 Tests shall be carried out by the methods 
referred to in col 4 and 5 of Table 1 and 7.2. 

7.2 Suspensibility Test 

7.2.1 For carrying out suspensibility test, weigh 
to the nearest one mg into a 100-ml beaker a » 
amount of the treated sample to form 250 ml of 
suspension to contain 0-05 g/1 of deltamethrin 



and proceed as described in 11.2.3.2 of IS 
6940 : 1982. 

7.2.2 After conducting suspensibility test, 
transfer the bottom 25 ml of suspension and 
sediment quantitatively into a 50-ml volumetric 
flask, rinsing several times with acetonitrile. 
Dilute to the mark. Filter rapidly through a 
G4 Gooch crucible to avoid any loss of solvent 
or centrifuge. Take the extract for determina- 
tion of deltamethrin content as described in 
Annex A of IS 12005 : 1987. 

7.3 Quality of Reagents 

Unless specified otherwise, pure chemicals and 
distilled water ( see IS 1070 : 1977 ) shall be 
employed in tests. 

NOTE — 'Pure chemicals* shall mean chemicals that 
do not contain impurities which affect the results 
of analysis. 



/ 



Standard Mtfk 

The use of the Standard Mark is governed by the proviiioni of the Butmu oftndUm 
Standards Acu 1986 and the Rules an4 Regulations made thereunder. The Standard Mark 
on products covered b;^ an Indian Standard conveys the assurance that thev have been 
produced to comply with the requirements of that standard under a weH denned system 
of inspection, testing and quality control which is devised and supervised bv BIS and 
operated by the producer. Standard marked products are also continuouslv cnecked by 
BIS for confomuty to that standard as a further safeguard. Details of conditions under 
which a licence for the use of the Standard Mark may be granted to manufacturers or 
producers may be obtained from the Bureau of Indian Standards. 



Bureao of Indian Standard 

BIS is a statutory institution established under the Bureau of IndUm Standards Act ^ 1986 to 
promote harmonious development of the activities of standardization, marking and quality 
certification of goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced 
in any form without the prior permission in writtfng of BIS. This does not preclude the free use, 
in the course of implementing the standard, of necessary details, such as symbols and sizes, type 
or grade designation. Enquiries relating to copyright be addressed to the Director 
( Publications ), BIS. 

Revision of Indian Standards 

Indian Standards are reviewed periodically and revised, when necessary and amendments, if 
any, are issued from time to time. Users of Indian Standards should ascertain that they are in 
possession of the latest amendments or edition. Comments on this Indian Standard may be 
sent to BIS giving the following reference: 

Doc : No FAD 1 ( 41 ) 
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